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GLOBAL SPECIFICATIONS OF SCRUBBERS

TYPE Trommel 
diameter

Trommel 
length

Empty 
weight

Max 
particle 

size

Number 
of 

motors

Total 
installed 
power

Nominal 
flow straight 

flush

Recommended 
amount of 

water

Nominal 
flow counter 

flush

Recommended 
amount of 

water

07.25 0,7 m 2,5 m 1,5 To 60 mm 1 3,0 Kw 4 m3/h 5 m3/h - -
08.25 0,8 m 2,5 m 1,8 To 60 mm 1 3,0 Kw 7 m3/h 9 m3/h - -
09.30 0,9 m 3,0 m 2,0 To 80 mm 1 4 Kw 12 m3/h 14 m3/h - -
10.40 1,0 m 4,0 m 3,0 To 100 mm 1 5,5 Kw 18 m3/h 22 m3/h - -
12.45 1,2 m 4,5 m 4,5 To 100 mm 1 7,5 Kw 24 m3/h 29 m3/h - -
14.45 1,4 m 4,5 m 5,0 To 120 mm 1 9 Kw 37 m3/h 44 m3/h - -
16.40 1,6 m 4,0 m 6,6 To 150 mm 1 9 Kw 53 m3/h 64 m3/h 20 m3/h 18 m3/h
16.50 1,6 m 5,0 m 7,8 To 150 mm 1 11 Kw 60 m3/h 72 m3/h 23 m3/h 21 m3/h
16.60 1,6 m 6,0 m 9,2 To 150 mm 1 15 Kw 67 m3/h 80 m3/h 27 m3/h 24 m3/h
16.70 1,6 m 7,0 m 10,4 To 150 mm 1 15 Kw 73 m3/h 88 m3/h 27 m3/h 24 m3/h
18.40 1,8 m 4,0 m 8,7 To 150 mm 1 11 Kw 87 m3/h 104 m3/h 30 m3/h 27 m3/h
18.50 1,8 m 5,0 m 9,5 To 150 mm 1 15 Kw 93 m3/h 112 m3/h 30 m3/h 27 m3/h
18.60 1,8 m 6,0 m 12,2 To 150 mm 1 18,5 Kw 100 m3/h 120 m3/h 33 m3/h 30 m3/h
18.70 1,8 m 7,0 m 13,8 To 150 mm 1 22 Kw 107 m3/h 128 m3/h 37 m3/h 33 m3/h
20.50 2,0 m 5,0 m 11,4 To 200 mm 1 30 Kw 100 m3/h 120 m3/h 73 m3/h 66 m3/h
20.60 2,0 m 6,0 m 13,3 To 200 mm 2 30 Kw 107 m3/h 128 m3/h 80 m3/h 72 m3/h
20.70 2,0 m 7,0 m 15,0 To 200 mm 2 37 Kw 113 m3/h 136 m3/h 87 m3/h 78 m3/h
20.80 2,0 m 8,0 m 16,6 To 200 mm 3 45 Kw 120 m3/h 144 m3/h 93 m3/h 84 m3/h
22.50 2,2 m 5,0 m 13,9 To 200 mm 1 22 Kw 113 m3/h 136 m3/h 47 m3/h 42 m3/h
22.60 2,2 m 6,0 m 16,1 To 200 mm 2 37,0 Kw 133 m3/h 160 m3/h 47 m3/h 42 m3/h
22.70 2,2 m 7,0 m 18,3 To 200 mm 1 37 Kw 140 m3/h 168 m3/h 50 m3/h 45 m3/h
22.80 2,2 m 8,0 m 20,4 To 200 mm 1 45 Kw 140 m3/h 168 m3/h 50 m3/h 45 m3/h
25.60 2,5 m 6,0 m 18,8 To 250 mm 1 45 Kw 160 m3/h 192 m3/h 127 m3/h 114 m3/h
25.70 2,5 m 7,0 m 21,1 To 250 mm 1 55 Kw 160 m3/h 192 m3/h 127 m3/h 114 m3/h
25.80 2,5 m 8,0 m 24,3 To 250 mm 2 74 Kw 180 m3/h 216 m3/h 147 m3/h 132 m3/h
25.90 2,5 m 9,0 m 26,7 To 250 mm 2 74 Kw 193 m3/h 232 m3/h 153 m3/h 138 m3/h
28.60 2,8 m 6,0 m 21,8 To 250 mm 1 55 Kw 200 m3/h 240 m3/h 160 m3/h 144 m3/h
28.70 2,8 m 7,0 m 24,6 To 250 mm 1 55 Kw 213 m3/h 256 m3/h 173 m3/h 156 m3/h
28.80 2,8 m 8,0 m 28,2 To 250 mm 2 90 Kw 233 m3/h 280 m3/h 83 m3/h 75 m3/h
28.90 2,8 m 9,0 m 30,8 To 250 mm 2 90 Kw 253 m3/h 304 m3/h 83 m3/h 75 m3/h
28.100 2,8 m 10,0 m 37,0 To 250 mm 2 110 Kw 267 m3/h 320 m3/h 90 m3/h 81 m3/h
28.110 2,8 m 11,0 m 32,0 To 250 mm 4 120 Kw 273 m3/h 328 m3/h 90 m3/h 81 m3/h
29.90 2,9 m 9,0 m 39,0 To 280 mm 2 150 Kw 300 m3/h 360 m3/h 107 m3/h 96 m3/h
29.100 2,9 m 10,0 m 41,0 To 280 mm 2 150 Kw 333 m3/h 400 m3/h 110 m3/h 99 m3/h
30.100 3,0 m 10,0 m 45,0 To 280 mm 2 180 Kw 367 m3/h 440 m3/h 127 m3/h 114 m3/h

- The technical characteristics mentioned in this document may be subject to modification without notification and are not contractually binding - 
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